


Precision Pipe Supports offer an extensive service in the
supply, manufacture and installation of pipe support and
steelwork packages.

Our pipe supports are continually supplied to some of the leading
names in the petro-chemical, pharmaceutical, water treatment
industries and related contractors.

We also have the facility to manufacture and supply various types
of steelwork to your specification or design including access ladders,
platforms, flooring and handrails. This then allows the engineers
to concentrate on the supply of pipework.

We have built up a reputation to be able to react quickly to our
customers’ requirements; both on the pipe support side, where
our substantial stocks enable many items to be despatched on
the same day, or on the steelwork side, where purpose made items
can be fabricated and galvanised within a few days.

For further information on our products, you can visit our
website at:

WWWw.precisionsupports.com

Alternatively for enquiries, quotes or to place an order you can
contact one of our technical engineers in our Bradford sales
department on either:

Tel:  +44 (0)1274 576 216
Fax:  +44 (0)1274 521 702

E-mail: info@precisionsupports.com

The contents of this handbook largely represent stock items.

Specials are available on request due to our dedicated
in-house manufacturing facility.

All sizes are in millimetres unless otherwise stated.
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Columns

Fully fabricated in-house, complete with necessary cleats for ties
and bracing.

Pipe Supports

Pipe supports and associated structural steelwork complete with
required pipe clamps, clips, drop rods, fixings etc.

Ladders

Fully fabricated ladder systems to specification, supplied with or
without safety cages dependant on the application.



Beams

Fully fabricated in-house, complete with necessary plates &
allowances for handrail fixing brackets.

Decking

Open mesh decking and structural support if necessary, including
kick plates around sides and apertures.

Ladders & Walkways

Fully fabricated ladder systems to specification, supplied with or
without safety cages dependant on the application. Walkways and
handrail systems also catered for.
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Typical Brackets

Typical bracket arrangements utilise various custom made sections
such as angles, channels and plates used in conjunction with off-
the-shelf items including u-bolts and drop rods to meet a multitude
of applications.
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Typical Supports

Typical support arrangements are suitable for supporting a few
pipes at high level or can be simple, economical structures which
are capable of carrying multiple runs of horizontal pipes lower to
the ground.
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Nom. Pipe ‘ A dia. ‘
bore size .  O/D

15 21.3 8
20 26.9 8
25 33.7 8
32 42.4 8
40 48.3 10
50 60.3 10
65 76.1 12
80 88.9 16
100 114.3 16
125 139.7 16
150 168.3 20
175 193.7 20
200 219.1 20
225 244.5 20
250 273.0 20
300 323.9 20
350 355.6 24
400 406.4 24
450 457.0 24
500 508.0 24
550 559.0 24
600 610.0 24

Finishes available:
* Zinc Plated

= 316 Stainless Steel

* Galvanised

435
485
540
590
640
All dimensions in mm. Up to 350NB size in stock, larger sizes made to order

supporting steel
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M ‘ K ‘ S max.
50 25 7
60 25 10
65 25 10
75 25 10
90 35 16
100 35 16
130 45 19
150 50 19
175 50 19
200 50 19
235 55 19
260 55 19
295 55 19
310 55 19
350 60 22
400 60 22
440 65 22
500 65 22
540 70 22
600 70 22
650 70 22
700 70 22

BS 3974
BS EN 10025
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Nom. Pipe ‘ A dia. ‘
bore size .  O/D
15 21.3 8
20 26.9 8
25 33.7 8
32 42.4 8
40 48.3 10
50 60.3 10
65 76.1 12
80 88.9 16
100 114.3 16
125 139.7 16
150 168.3 20
175 193.7 20
200 219.1 20
225 244.5 20
250 273.0 20
300 323.9 20
350 355.6 24
400 406.4 24
450 457.0 24
500 508.0 24
550 559.0 24
600 610.0 24

545
595
645

supporting steal
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M ‘ K ‘ S max.
45 25 10
55 30 10
60 30 10
70 30 10
85 40 16
100 40 16
120 50 19
140 55 19
165 55 19
190 55 19
225 65 19
250 65 19
275 65 19
300 65 19
335 75 22
385 75 22
425 80 22
475 80 22
525 80 22
575 80 22
625 80 22
675 80 22

All dimensions in mm. Up to 350NB size in stock, larger sizes made to order

Finishes available:
* Zinc Plated

= 316 Stainless Steel

* Galvanised

BS 3974
BS EN 10025
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Nom. bore
size

K full thread

Adia. ‘

Single full nuts
supplied as standard

M ‘ N
48 29
53 35
63 41
75 55
85 61
95 75
106 92
136 105
161 130
186 155
216 184
258 239
328 296
378 347

All dimensions in mm

Finishes available:

= Zinc Plated

BS EN 10025
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Nom Pipe A B
size O/D
15 21.3 62 13
20 26.9 69 13
25 33.7 7 13
32 42.4 85 13
40 48.3 91 13
50 60.3 104 il
65 76.1 135 19
80 88.9 148 19
100 1143 179 25
125 139.7 208 25
150 168.3 245 40
200 219.1 300 40

‘ €
46
53
61
69
75
88
113
126
154
183
213
270

D@

26
31
37
46
52
65
80
93
119
146
173
224

2>

All dimensions in mm

Finishes available:

= Self Colour
= Zinc Plated

E @ ‘
3 9
5 9
5 9
5 9
5 9
5 9
5 11
5) 11
6 14
6 14
10 18
10 18
BS EN 10025
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WELDED
BOSS

Bolt dims
MxL
M8 x 45
M8 x 45
M8 x 45
M8 x 45
M8 x 45
M8 x 45
M10 x 55
M10 x 55
M12 x 75
M12 x 75
M16 x 110
M16 x 110



LOAD H LoAD ES\%IIENG ROD WITH

BOLT BOLT

HOLE ©

Y RAD =
1.8 T min
HE R LOCK NUTS
OPTIONAL

CLIP o

BOLT CLIP

HOLE ~g- BOLT SPACER

OPTIONAL
Pipe size Slingrod. D  Clipdm. P Clip & load bolts G Safe
Nom.size |Ousideda. da. | da | BxT Boit | Holedia. —min. workingload

15 213 10 23 35x5 65 MO 12 15  280KGF
20 269 10 28 35x5 70 MO 12 15  280KGF
2% 337 10 3 35x5 75 MO 12 15  280KGF
32 424 12 44 35x5 90 M2 15 18  280KGF
0 483 12 50 35x5 95 M2 15 18  280KGF
50 60.3 12 62 35x5 105 M2 15 18  280KGF
65 761 16 80 35x8 155 M6 19 24  450KGF
80 88.9 16 92 35x8 165 M6 19 24 450KGF
100 1143 16 118 35x8 190 M6 19 24  450KGF
125 1397 16 144 35x8 215 M6 19 24  450KGF
150 1683 16 172 35x8 245 M6 19 24 450KGF
175 1937 16 198 45x10 280 MI16 19 24  900KGF

200 219.1 16 224  45x10 305 M16 19 24 900 KGF

225 2445 20 248 60x10 340 M20 24 30 1350 KGF
250 273.0 20 278 60x10 365 M20 24 30 1350 KGF
300 323.9 24 330 60x15 455 M24 28 36 1800 KGF
350 355.6 30 362 60x15 500 M30 35 45 2250 KGF
400 406.4 30 412 65x20 575 M30 35 45 2700 KGF
450 457.0 36 464 80x20 635 M36 42 54 3600 KGF
500 508.0 36 516 90x25 715 M36 42 54 4500 KGF
550 559.0 36 566 90x25 765 M36 42 54 4500 KGF
600 610.0 42 618 110x25 830 M42 48 63 5900 KGF

All dimensions in mm. Up to 350NB size in stock, larger sizes made to order

Finishes available: BS 3974 Temperature range

= Self Colour BS EN 10025 -20°C to 100°C
= Galvanised
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LOAD LoAD ‘ ES\%IIENG ROD WITH
BOLT @LT\ %
HOLE i e
s r cLip E11=s¢
o BOLT \F ‘L
9, I
cLp il RAD = s
BOLT 1.5 T min
HOLE
L e LOCK NUTS
OPTIONAL
9, I
cLP i (&
BOLT cuP
HOLE BOLT SPACERS
OPTIONAL
Nom. ' Outside Singrod D | Cipdm. P | Q | Clp&loadbols G Safe
size dia. dia. dia. | BxT Bolt ‘ Holedia.  min.  working load

15 213 10 23 35x5 65 70  M10 12 15 280 KGF
20 26.9 10 28 35x5 70 70 M10 12 15 280 KGF
25 B3k 10 36 35x5 75 70 M10 12 15 280 KGF
32 424 12 44 35x5 90 70 M12 15 18 280 KGF
40 483 12 50 35x5 95 85  MI12 15 18 280 KGF
50 60.3 12 62 35x5 105 80 M12 15 18 280 KGF
65 76.1 16 80 35x8 155 90 M16 19 24 450 KGF
80 88.9 16 92 35x8 165 95 M16 19 24 450 KGF
100 1143 16 118 35x8 190 95 M16 19 24 450 KGF
125 139.7 16 144 35x8 215 95 M16 19 24 450 KGF
150 168.3 16 172 35x8 245 95 M16 19 24 450 KGF
175 193.7 20 198 45x10 288 85 M20 24 30 900 KGF
200 219.1 20 224 45x10 315 95 M20 24 30 900 KGF
225 2445 20 248 60x15 365 85 M20 24 30 1350 KGF
250 273.0 20 278 60x15 390 90 M20 24 30 1350 KGF
300 3239 24 330 65x20 475 115 M24 28 36 1800 KGF
350 355.6 30 362 65x20 525 115 M30 35 45 2250 KGF
400  406.4 30 412 90x25 600 115 M30 35 45 2700 KGF
450  457.0 36 464 90x25 660 115 M36 42 54 3600 KGF
500  508.0 36 516 100x30 740 115 M36 42 54 4500 KGF
550  559.0 36 566 100x30 790 115 M36 42 54 4500 KGF
600  610.0 42 618 100x35 880 115 M42 48 63 5900 KGF
All dimensions in mm. Up to 350NB size in stock, larger sizes made to order.

Finishes available: BS 3974 Temperature range

= Self Colour BS EN 10025 -20°C to 100°C
= Galvanised
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Nom. bore size | Pipe O/D

15
20
25
40
50
80
100

150

10
I
WELDED
1
PIPE CLIPS
N 100
YPICAL
Pipe Size of H h N Bolts Bolt hole
tee No | Dia |Length da.
21.3 113 98 54 2 12 40 14
26.9 102x102 116 98 54 2 12 40 14
33.7 or 119 98 54 2 12 40 14
48.3 203x102 127 98 54 2 12 40 14
60.3 UB 133 98 54 2 12 40 14
88.9 147 95 54 2 12 40 14
1143 160 95 54 2 12 40 14
152 x 102
168.3 or305x 236 143 54 2 12 40 14
102 UB
All dimensions in mm
Finishes available:
= Self Colour BS EN 10025

= Galvanised




RAD = E
1.5 T min
Pipe size A
Nom. size Outside dia.
15 213 53
20 26.9 55
25 33.7 57
32 424 64
40 483 79
50 60.3 81
65 76.1 89
80 88.9 99
100 1143 108
125 139.7 119
150 168.3 136
175 193.7 150
200 219.1 162

15

@

91
93
95
102
117
119
127
137
146
160
174
188
200

Steel size
WxT
B5I5!
35x5
35x5
35x8
35x8
35x8
45x 10
45x10
45x 10
60 x 10
60 x 10
60 x 15
60 x 15

(03 R Hole E Bolt

dia.

10 115 12 10
13 14 12 10
16 18 12 10
20 22 15 12
23 25 15 12
29 31 15 12
36 40 19 16
43 46 19 16
55 59 19 16
68 72 24 20
82 86 24 20
95 99 24 20
107 112 24 20

All dimensions in mm

Finishes available:

* Zinc Plated

= 316 Stainless Steel
* Galvanised

BS EN 10025

BS 3974
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HEAVY
SERIES
LIGHT
200 SERIES

100

0 100 200 300 400 500 600 700 800 900 1000
SPAN IN mm

Flange thickness Easyfit clip reference
Light series \ Heavy series

0-10mm L1 H1
10-15mm L2 H2
15-20mm L3 H3
20-25mm L4 H4
25-30mm L5 H5
30-35mm L6 H6

All dimensions in mm

The EasyFit support system comprises of a simple clamp and
cantilever assembly. Fitting is a straight-forward one-man task
enabling installation time to be kept to a minimum.

The support clamps firmly into position around the beam flange
with no need for drilling or welding. This makes the EasyFit system
completely safe to use in hazardous or potentially explosive
environments.

The supports can be supplied in various sizes to suit the thickness
of the beam flange and is fully adjustable to suit the width.
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Sling Rod ‘ N ‘ D S
Dia. A
8 26 10 60
10 32 12 60
12 39 15 60
16 51 19 60
20 64 24 75
24 76 28 90

All dimensions in mm

Sling rods can be made up to any length utilising extension
connectors for the majority of diameters, please contact us for
further details.

Finishes available:
* Zinc Plated
« Self Colour
* Galvanised

BS EN 10025












